
I tried to put the Pictures and directions in a chronological order to make it the simplest for someone to 
follow along with. You will need a #1 phillips screwdriver and a 8 mm socket, a drill and bits. I had the 
Cover off in within about 45 minutes on the first go around. I had it installed about 25 minutes total. 

These 2 screws need to be removed on  both removed on both sides
of the vehicle. They are a #1 Phillips. 

STEP 1

STEP 2

This screw is located on the bottom of the bumper, it
Helps hold the front clip to the wheel skirt from step 1.
It is also a #1 Phillips. 

STEP 3

These three screws are under neath, they are a 8mm, I 
Used a ¼ “ dr socket set. That is the last of the screws
Under the vehicle. 



STEP 4

These two pictures show the next screw that should be
removed, it is a little hard to get to, but if you use a 
couple extensions u can get to it. A universal would 
also be handy, it is also a 8mm. 

STEP 5

The headlight has 2 sliding tabs that need to be 
pulled up to allow the headlight mounts to pull
thru towards the front. There are no screws. So I
would questions a dealer if they charge u an hour 
of labor to replace one when it takes about 5 mins.

There is only 1 screw that holds the blinker assembly
in, it has 2 heads that slide into rubber mounts. It is also
a #1 phillips screw driver.



STEP 6

There are 4 screws that need to be removed from the top
Portion of the grill. They are a 8mm. 

STEP 7

Once you have reached this point, you will have to pull on the outer corners a little to 
get them to free up. Also there is four clips that need to be pushed down by hand in the 
front portion of the grill. It should come off fairly easy. The four center clips, they are
kind of hard to see.

The front bumper cover completely removed.



Modifying the front cover so billet will fit.

There was several clips that were on the inside 
of the cover that I had to remove in order for 
the billet to fit flush against the cover. You 
will not be able to put the Honeycomb grill
back on after you remove these clips. I used a
utility knife to remove them, I cut them flush 
with the rest of the cover.

I had to also modify the license pate holder so I 
could mount the lower grill. I used the utility 
knife to cut enough of the adapter plate away so
it wouldn’t hit the grill insert.

I believe that it was all worth it, the new grill
looks great, really brings a new look to the 
front end. 



Before and after look


